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62UI attachment

UNIQUE 
WINSIX SURGICAL KIT

The WINSIX Implant System - including the 
WINSIX UNIQUE implant - may be managed with 
a single Surgical Kit, inside which the drills and 
all the instruments necessary for the surgical and 
prosthetic phase are placed in a logical and clear 
sequence of use. For positioning the UNIQUE 
implant, simply add to the kit the 62UI adapter 
for MOUNTER from internal hex.

• �It has a rough morphology, produced through a subtraction process, 
by sandblasting and etching of the titanium.

• �The special three-dimensional geometry of its microstructure allows 
for a reduction in the time required for osseointegration, through 
a process of osteoconduction promoted by the distinctive scaffold 
characteristics of this surface.

MAG 721x: regularity of the MRS surface Bone in the active remodelling phase on the MRS surface

In use since 2005 applied to all WINSIX System Implants

MICRO ROUGH SURFACE 
APPLIED TO ALL WINSIX SYSTEM IMPLANTS
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P E R F O R M I N G  I M P L A N T  S Y S T E M

HEX  
TORQUE WRENCH

OT EQUATOR  
ATTACHMENT

MACHINED  
PORTION

MRS (Micro Rough Surface) surface 
micromorphology, used in clinical practice 

on all WINSIX implants since 2005.

CONICAL 
APEX

BIO-ENGAGING THREAD
Double-lead threads for easier implant 
insertion requiring half the number 
of turns. The groove at the bottom of 
the thread decompresses the bone by 
dissipating the forces and facilitating 
blood clot deposit. At the same time, 
it increases the implant surface by 
facilitating cell neoformation.

The technology behind OT Equator 
was developed in 2007 and the unique 
morphology of the attachment makes 
it possible to substantially reduce 
its dimensions and to use it even on 
smaller implant diameters.
Thanks to an agreement between 
BIOSAFIN and Rhein83, the OT Equator 
attachment of the UNIQUE implant is 
identical to the original and guarantees 
the same prosthetic results.

MULTIFUNCTIONAL 
CONICAL APEX
Ø undersized by 1.4 to 1.8 compared to 
the Ø of the implant. Heavily tapered in 
order to obtain an osteotomic effect and 
facilitate tilted implant insertion even 
in cases of reduced bone availability, 
according to the Teeth Just on 4/6 
Techniques. It modulates primary stability 
in relation to the bone type.

120° DISCHARGE 
GROOVES 
With the osteotomic function of bone 
expansion and decompression of the 
bone. Wide and deep for the collection 
of bone fragments and deposit of blood 
clots during implant insertion.

WINSIX UNIQUE has been designed with the aim of enabling more and more patients to access implant 
care. This one-piece implant uses advanced technology to offer a solution for fixed and removable 
prostheses, even on very tilted implants.
WINSIX UNIQUE implants are part of the broad range of WINSIX implant solutions, which help give it its 
ergonomics and simplicity of preparation thanks to a complete range of drills and surgical accessories. It 
has an MRS surface, which has been clinically tested on all the existing range of implants, the scientific 
nature of which is backed by numerous publications in high-impact journals in Italy and internationally.
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7 9 11 13 15    2.9

7 9 11 13 15    3.3

7 9 11 13 15    3.8

7 9 11 13 15    4.5

GH 1.68 mm
GH 1.90 mm

2.9 3.3 3.8 4.5

9 mm 29009LBC-MRS 33009LBC-MRS 38009LBC-MRS 45009LBC-MRS

11 mm 29011LBC-MRS 33011LBC-MRS 38011LBC-MRS 45011LBC-MRS

13 mm 29013LBC-MRS 33013LBC-MRS 38013LBC-MRS 45013LBC-MRS

15 mm 29015LBC-MRS 33015LBC-MRS 38015LBC-MRS 45015LBC-MRS

17 mm 29017LBC-MRS 33017LBC-MRS 38017LBC-MRS 45017LBC-MRS

Ø

L

GH 1.00 mm
transmucosal path
transmucosal path
machined surfaceGH 2.00 mm

MRS + machined surface length details

Diameters Nominal and commercial 
length

   2.9 9 11 13 15 17

   3.3 9 11 13 15 17

   3.8 9 11 13 15 17

   4.5 9 11 13 15 17

THE FULL RANGE OF WINSIX UNIQUE IMPLANTS

TECHNICAL FEATURES & MEASUREMENTS
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PLACEMENT OF THE WINSIX UNIQUE IMPLANT

The thickness of the soft tissues is a determining factor in choosing the correct intraosseous placement 
of the implant The 2 mm machined titanium portion, which is situated above the MRS ®surface, acts as 
a protective cushion. This section is designed to be placed in the cortical zone (Fig. 1) and is designed to 
promote both osseointegration (at a distance, not by contact) and the stability of the surrounding soft tissues

Thanks to this particular configuration, the titanium portion can be handled differently according to 
clinical needs, offering flexibility in treatment (Fig. 2 and 3).

The technology behind WINSIX UNIQUE allows for restoration with mobile prostheses and 
accommodates divergences up to 30° using the traditional box and up to 50° using the smart box.

GH 2/3 mm GH 3/4 mm GH 4/5 mm

Fig. 1 Fig. 2 Fig. 3
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COMPONENTS AND ACCESSORIES 
FOR FIXED PROSTHESES

PROSTHETIC COMPONENTS AND 
ACCESSORIES FOR OVERDENTURES
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PROSTHETIC COMPONENTS AND ACCESSORIES FOR OVERDENTURES

Code 335SBC
Assortment of caps, Smart box 
container and protective disc

Code 161SCME
OT Equator

Code 192ECE
Assortment of caps, container and 
protective disc

CAP INSERTION/ 
REMOVAL TOOL

Code 487ICE
OT Equator

CAP CONTAINER

Code 141CTE
Titanium

BLACK SMARTBOX CAPS

Code 330SBE
With positioning cap

Code 335CSB
For positioning

CLEAR WHITE  
CAPS

Code 140CEV
Strong – hold in grams:  
2700g

Code 140CET
Standard – hold in grams:  
1800g

YELLOW  
CAPS

Code 140CER 
Soft 
Hold in grams:  
1200g

Code 140CEG
Extra soft
Hold in grams:  
600g

ASSORTED CAPS KIT

PROTECTIVE DISCS

CAP CONTAINER

SMARTBOX CAP  
CONTAINER

PURPLE CAPS

PINK  
CAPS

SMART BOX KIT

SPACER FOR  
CONTAINER

OT Equator prosthetics components are produced for 
BIOSAFIN by Rhein83, which is also the CE marking holder.

Code 140CEN
No hold
For laboratory only

BLACK  
CAPS

Code 100PD
10 Clear discs
Code 100PDR
10 Pink discs

Code 141CAE 
Stainless steel
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OT EQUATOR FOR IMPLANTSPROSTHETIC COMPONENTS AND ACCESSORIES FOR OVERDENTURES

Corrects 
non-parallel 

alignment up 
to 50°

Atraumatic 
insertion

Cap container auto-aligner 
from the OT Equator range

The geometry of the 
attachment, together with 
the traditional cap container 
allow the prosthesis to retain 
more than the traditional 
spherical attachment, 
correcting divergences of 
up to 15° between implants, 
without affecting the 
functioning of the retentive 
caps. The Smartbox system 
is the ideal solution for when 
divergences are between 15° 
and 25°.

rotating pivot

anodised titanium container

swivel mechanism

OT Equator retentive cap

h 
2.

25
 m

m

Ø 4.5 mm
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COMPONENTS AND ACCESSORIES FOR FIXED PROSTHESES

MINI EXTRAGRADE  
TITANIUM ABUTMENT

EXTRAGRADE CASTABLE  
ABUTMENT

TITANIUM ABUTMENT FOR 
INTRAORAL WELDING

EXTRAGRADE 
TITANIUM ABUTMENT

15° TILTED EXTRAGRADE  
TITANIUM ABUTMENT 

TITANIUM ABUTMENT WITH 
HOLES FOR TEMPORARY 
REINFORCED-RESIN-WIRE
 

Ø 3.5 mm
Code MTSEG

PACK CONTAINS
1	 EXTRAGRADE TITANIUM BONDING ABUTMENT h 9.5 mm
1	 TITANIUM SCREW h2mm
2	 WHITE SEEGERS WITH HANDLE
1	 PINK SEEGER WITH HANDLE 

PACK CONTAINS
1	 15° TILTED EXTRAGRADE TITANIUM ABUTMENT FOR BONDING
2	 WHITE SEEGERS WITH HANDLE
1	 PINK SEEGER WITH HANDLE 
1	 SPHERICAL TITANIUM SCREW FOR TILTED ABUTMENT

PACK CONTAINS
1	 EXTRAGRADE TITANIUM BONDING ABUTMENT h 5.7 mm
1	 TITANIUM SCREWSFOR EXTRAGRADE MINi abutment
2	 WHITE SEEGERS WITH HANDLE
1	 PINK SEEGER WITH HANDLE 

PACK CONTAINS
1	 EXTRAGRADE CASTABLE ABUTMENT WITH HOLE
1	 TITANIUM SCREW h 2 mm
2	 WHITE SEEGERS WITH HANDLE
1	 PINK SEEGER WITH HANDLE

Ø 3.5 mm

Ø 4 mm

Ø 4 mm

Code MMSEG

Code CMEG40C

Code MT40GL

Ø 3.5 mm
Code MTSFEG

h 1.8 mm h 3 mm
Code CMTFP Code CMTB30FP

OT Equator prosthetics components are produced for 
BIOSAFIN by Rhein83, which is also the CE marking holder.

PACK CONTAINS
1	 TITANIUM ABUTMENT WITH HOLES  

(ONLY AVAILABLE WITH Ø 3.5 mm)
1	 SCREW h 2 mm
2	 WHITE SEEGERS WITH HANDLE
1	 PINK SEEGER WITH HANDLE

PACK CONTAINS
1	 TITANIUM ABUTMENT FOR INTRAORAL WELDING  

h 9.5 mm Ø 4 mm 
1	 SCREW h 2 mm
2	 WHITE SEEGERS WITH HANDLE
1	 PINK SEEGER WITH HANDLE

SCREWS

SCREWSSCREWS

SCREWS

Code 147VME

Code 148VCMCode 146VMI

Code VC

1	 SPHERICAL TITANIUM SCREW FOR ANGLED 
ABUTMENT (for angled-hole screwdriver)

TITANIUM SCREW FOR ABUTMENT
h 2 mm EXTRAGRADE

1	 TITANIUM SCREW FOR EXTRAGRADE ABUTMENT 
(for angled-hole screwdriver)

1	 TITANIUM SCREW FOR EXTRAGRADE ABUTMENT 
MINI (for angled-hole screwdriver)
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ACCESSORIES AND KIT FOR 
OVERDENTURES AND FIXED PROSTHESES
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ACCESSORIES AND KIT FOR OVERDENTURES AND FIXED PROSTHESES

LABORATORY ANALOGUES

INSTRUMENTS

INSTRUMENTS

INSTRUMENTS

LABORATORY ANALOGUES

OT EQUATOR SCAN ABUTMENT

IMPRESSION TRANSFER  
COPINGS

TEAR-OFF IMPRESSION  
TRANSFER COPING

INSTRUMENTS

Code 144AE Code 144AVC4

Code 760ACC 

Code 190IS 

Code 760CRD-US 

Code 145SAE

Code 760CE

OT Equator prosthetics components are produced for 
BIOSAFIN by Rhein83, which is also the CE marking holder.

INSTRUMENTS 

INSTRUMENTS 

Code 760CSC
Code 760CS*        * in the long version

Code 490IS

2	 ø 4 mm LABORATORY ANALOGUES

1 OT Equator SCAN ABUTMENT + SCREW

1	 SCREWDRIVER/STEM OT Equator 
FOR DYNAMOMETRIC HANDPIECE and for 
dynamometric ratchet wrench  
adaptor for holder (1.25 mm SQUARE)

PACK CONTAINS
1	 LABORATORY ANALOGUE WITH ø 4 mm  

CAD/CAM SCREW

1	 ADAPTOR FOR SCREWDRIVER/STEM FOR 
ANGLED HOLE (can be used with dynamometric 
ratchet wrench)

1	 INSERTION TOOL AND TESTER FOR SEEGER 
FIXED PROSTHESIS

	 INSERTION/REMOVAL TOOL FOR SEEGER FIXED 
PROSTHESIS WITH TESTER, HANDLE AND CASE

1	 DYNAMOMETRIC RATCHET WRENCH  
for OT Equator Value from 15 to 35 Ncm -  
Max 70 Ncm torque

 1	 SCREWDRIVER/STEM FOR ANGLED HOLE 
FOR DYNAMOMETRIC HANDPIECE  
(1.25 mm square) and for dynamometric 
ratchet wrench

10 m
m

SCREW AND HEALING CAP

Code 144TLE

h 1.8 mm
Code 159VAG

PACK CONTAINS
1	 TITANIUM SCREW
1	 TITANIUM HEALING CAP

PACK CONTAINS
1	 OT Equator LONG TITANIUM 

TRANSFER COPING + TITANIUM 
SCREW h 11.5 mm

WITH INTERCHANGEABLE CAP

Code 044CAIN

INSTRUMENTS
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ACCESSORIES AND KIT FOR OVERDENTURES AND FIXED PROSTHESES

SURGICAL INSTRUMENTS AND 
ACCESSORIES FOR THE USE OF  
WINSIX UNIQUE IMPLANTS
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SURGICAL INSTRUMENTS AND ACCESSORIES FOR THE USE  
OF WINSIX UNIQUE IMPLANTS

Implant site preparation of UNIQUE implant follows the already validated 
surgical protocol for all WINSIX implant lines.

ARTICLE DESCRIPTION CODE ART.

 Lance-shaped drill TTK

Pilot long drill Ø: 2.0 mm - L: 6-7-9-11-13-15-18 mm TT1L

 Long drill Ø: 2.2/2.6 mm - L: 6-7-9-11-13-15-18 mm TT2L

 Long drill Ø: 2.6/3.0 mm - L: 6-7-9-11-13-15-18 mm TT3L

 Long drill Ø: 3.0/3.4 mm - L: 6-7-9-11-13-15-18 mm TT4L

 Long drill Ø: 3.4/3.8 mm - L: 6-7-9-11-13-15-18 mm TT5L

 Long drill Ø: 3.8/4.2 mm - L: 6-7-9-11-13-15-18 mm TT6L

 
Cortical drill Ø 3.3 mm CD33

 
Cortical drill Ø 3.8 mm CD38

 
Cortical drill Ø 4.5 mm CD45

 
Direction Indicator DI

 
Depth indicator DPI

 
Short Contra-angle screwdriver for Internal Hex 
Connection implants

99Si

 
62UI

UNIQUE implant carrier for 62Si-62Mi-62Li-99Si-
99Mi-99Li kit

62UI*

 

WINSIX® Small Surgical Tray STWS

*only instrument to be purchased for WINSIX users

P E R F O R M I N G  I M P L A N T  S Y S T E M
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